
contact@cottsway.co.uk	 01993 890000

Understanding your heat pump
What is a heat pump?
An air source heat pump works differently from a 
gas boiler. It provides gentle, steady heat rather 
than quick bursts and it works best when left 
running consistently.

TIP: For best comfort, avoid turning the heating 
off and on frequently.

Halo thermostat and controller basics
Your Halo thermostat is already set up with a 
recommended default schedule and temperatures:

•	 6am:	 Comfort (21°C)
•	 8am:	 Setback (18°C)
•	 4pm:	 Comfort (21°C)
•	 10pm:	 Setback (18°C)

You do not need to change these settings unless 
they are uncomfortable for you. If you would 
like to make adjustments, please refer to the 
manufacturer’s manual for guidance.

TIP: The setback temperature is intended for night 
or away periods and should be kept within 2–3°C 
of your normal comfort temperature.

If the heating feels cold
•	 Turn the temperature up on the thermostat by 

at least 1-2°C at a time.
•	 Wait 30 minutes (heat pumps warm up slowly).
•	 Check if radiators start to feel warm.

IMPORTANT: Your heating may not work normally 
if the thermostat is set to holiday mode or frost 
protection mode (a snowflake symbol may be 
displayed). If it is, the heating will not come on. 
Return the system to normal heating mode.

Hot water and safety
Hot water operation
•	 Hot water is stored in a cylinder.
•	 Normal cylinder temperature is 45-50°C.

Immersion heater
•	 Your hot water cylinder has an immersion that 

can be switched on to top up the hot water.
•	 If the legionella cycle fails, this will be displayed 

on your smart hub and the immersion may need 
to be switched on.

TIP: After this cycle, hot water may be hotter than 
usual. Please take care to avoid scalding.

If the immersion is switched off, heating and hot 
water may stop, generating an error code. 

Outside unit safety
The heat pump unit is located 
outside with an isolator switch 
(pictured) on the outside wall 
nearby.

Please do NOT:
•	 Switch off the isolator.
•	 Cover the unit or place items on top eg plant pots.
•	 Smoke or light a BBQ nearby.

Do:
•	 Keep the top of the unit clean and clear.

Your Ideal Logic Air Source Heat Pump (ASHP)
This leaflet explains how to use your air source heat pump system. It is designed to be simple and 

easy to follow. For more detailed information, please refer to the manufacturer’s instructions.

www.cottsway.co.uk/ASHP
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Changing the batteries in your 
thermostat
A red, empty battery symbol on the display means 
the batteries in your Halo thermostat need to be 
replaced.

To change the batteries:
•	 Whether the Halo is desk-mounted or wall-

mounted, locate the two finger grips on the 
base of the unit.

•	 Gently pull the Halo away from the rear 
housing.

•	 Do not use a screwdriver or any tools to 
separate the unit.

•	 Remove all old batteries and replace them with 
four new AA alkaline batteries.

•	 Check the batteries are inserted with the 
correct orientation.

•	 Position the Halo back onto the rear housing 
and gently push until you feel a positive click.

Once refitted, the Halo will go through a short 
synchronisation process as it reconnects with the 
Halo Smart interface.

When complete, the display will return to the 
home screen.

No heating or hot water
1. Check the thermostat / programmer
•	 Ensure heating and hot water are switched on.
•	 Check the temperature is set correctly.
•	 Confirm schedules are correctly programmed.

2. Power reset
•	 Turn the rotary isolator near the outside unit off.
•	 Wait 1 minute, then turn it back on.

3. Check system pressure
•	 Normal pressure is 1.0-1.5 bar
•	 If pressure is below 1.0 bar, the system may 

need re-pressurising.

4. Bleed radiators
•	 Cold spots or gurgling noises may indicate 

trapped air.
•	 Bleed radiators, taking care as the system may 

contain a liquid called glycol that can stain 
carpets.

•	 Then recheck system pressure.

Common error codes
Error 370 – Outdoor unit fault / low flow
•	 Check the pressure gauge on the cylinder 

control box.
•	 Normal pressure should be 1.0-1.5 bar.
•	 If pressure is low, top up the system.
•	 If pressure is correct and the error remains, 

contact us.

Error 127 – Anti-Legionella cycle
•	 Indicates the hot water cleaning cycle did not 

complete.
•	 A system restart may resolve this.
•	 Contact us if the error continues.

Error L02 and / or bubbling or gurgling noises
•	 Often caused by a frozen condensate pipe, 

particularly in cold weather.
•	 Carefully pour warm (not boiling) water over 

the pipe to defrost.
•	 Reset the system once thawed.

Still not working?
If the issue continues do not keep resetting the 
system.
Contact us and report:
•	 Any error code shown
•	 Current system pressure
•	 Whether you have heating, hot water, or 

neither.

Troubleshooting and when to call for help


